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SAFET S

B100O

Light and resistant

Electric arc welding without protection
is harmful.

It can cause a painful inflammation of Nylon hand head shield
the cornea and an irreversible opacity

of the eye's crystalline lens : a cataract. Fixed window

Our range is entirely researched and de-

signed to meet the requirements of stan-

dards, comfort and aesthetics.

Our team of specialists will advise you on A
the most suitable solution for your risks.

« 3929

ref. BIOOF

Light, resistant, comfortable, ergonomic Fixed handle
and easy to assemble
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B100

Passive welding range

Products ref.

DESCRIPTION

bolle

SAFETd

WEIGHT | STANDARDS

B100OF Mask only - fixed window 105 x 50 400 g 7 EN1755S9 W C€
B100OF Mask only - fixed window 110 x 90 3929 ¥ EN175S9W (€
MP (08-14) 10550 | Welding filter - mineral tint 8 to 14 - size 105 x 50 39-44 g ENT69
MP (09-14) 11090 | Welding filter - mineral tint 9 to 14 - size 110 x 90 65-72 g EN169
CR39110550 Screen guard - CR39 - size 105 x 50 10g N/A
CR39111090 Screen guard - CR39 - size 110 x 90 199 N/A
MIT0550 Screen guard - clear mineral - size 105 x 50 259 N/A
MIT1090 Screen guard - clear mineral - size 110 x 90 51g N/A

L B100OF

CHARACTERISTICS :
Black nylon hand head shield

Fix back view
Fixed handle

Conforms to EN175
The B100F mask is supplied empty,

that is without any filter or screen guard.

The B100F accepts all of our standard size filters
and screen guards.

B10OF
105 x 50
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B100OF
110x 90
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PACKAGING AND EAN 13 CODE : Product Services
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